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2 - 178mm x 178mm x 9.5mm  
TOOLBARS 
7014-020  
SHANK  ASSEMBLIES 
705mm UNDERFRAME CLEARANCE
BOLTED HITCH
1000mm SPREADER BARS
SHANKS ADJUSTABLE TO ALMOST ANY  SPACING 
CAT 2- 3N QUICK HITCH 
195 x 14 ADJUSTABLE DEPTH  WHEELS.

MODEL 2200
				    WITH CRUMBLE ROLLER
	 WIDTH	 NO WHEELS 	 WITH WHEELS 	 (NO WHEELS)
5  SHANK 	 2.2m 	 636kg 	 72Okg 	
7  SHANK	 2.2m	 736kg	 82Okg	

MODEL 3250
				                                 WITH CRUMBLE ROLLER
	 WIDTH	 NO WHEELS 	 WITH WHEELS 	 NO WHEELS	 WITH WHEELS
7 SHANK 	 3.25m 	 898kg 	 982kg 	
9 SHANK	 3.25m	 998kg	 1082kg	

MODEL 3500
SPECS AS ABOVE WITH 7.50 x 16 MULTI-RIB ADJUSTABLE DEPTH WHEELS
				                                      WITH CRUMBLE ROLLER
	 WIDTH	 NO WHEELS 	 WITH WHEELS 	 NO WHEELS	 WITH WHEELS
11 SHANK 	 3.5m 	 1394kg 	 1502kg	

MODEL 4200
SPECS AS ABOVE WITH 7.50 x 16 MULTI-RIB ADJUSTABLE DEPTH WHEELS AND CAT 3 QUICK HITCH.
				    WITH CRUMBLE ROLLER
	 WIDTH	 NO WHEELS 	 WITH WHEELS 	 NO WHEELS	 WITH WHEELS
13 SHANK 	 4.2m	 1532kg	 1640kg	
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EMODEL 4900
2 - 178mm x 178mm x 9.5mm TOOLBARS  •  7014-020 SHANK  ASSEMBLIES  • 705mm UNDERFRAME CLEARANCE  •  BOLTED 
HITCH
1000mm SPREADER BARS  •  SHANKS ADJUSTABLE TO ALMOST ANY  SPACING  •  CAT 2- 3N QUICK HITCH 
195 x 14 ADJUSTABLE DEPTH  WHEELS  •  7.50 x 16 MULTI RIB ADJUSTABLE DEPTH WHEELS AND CAT 3 HITCH SUIT QUICK 
HITCH.
				                                    WITH CRUMBLE ROLLER
	 WIDTH	 NO WHEELS 	 WITH WHEELS 	 NO WHEELS	 WITH WHEELS
15 SHANK	 4.9m	 1632kg	 1740kg	
OPTIONS: SPECIAL FRAMES MANUFACTURED  
TO SUIT SPECIFIC REQUIREMENTS

HYDRAULIC 
BIG BUCK 
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TRAILING MODELS
2 - 178mm x 178mm x 9.5mm TOOLBARS 
7014-020 (F77) SHANKS ASSEMBLIES 
705mm  UNDERFRAME CLEARANCE. 
BOLTED HITCH
1400mm SPREADER BARS
7.50 x 16 WHEELS
COMPACTOR TYRES
PHASING HYDRAULIC DEPTH CONTROL 
CYLINDERS
JACK STAND.
9 SHANK 	 3.25m 	 MODEL 3250 TR 
11 SHANK 	 3.5m 	 MODEL 3500 TR 
13 SHANK 	 4.2m 	 MODEL4200 TR 
15 SHANK	 4.9m	 MODEL 4900 TR
OPTIONS: LARGER RIGID AND FOLDING 
WING MODELS AVAILABLE ON REQUEST.

Trailing or 
Three Point Linkage
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THREE POINT LINKAGE ONLY
2 - 100mm x 100mm x 9mm TOOLBARS 
WELDED FRAME
REAR AND SIDE BRACED TOWER
BRACES 75 x 50 x 6mm RHS
CAT. 2 - 3N QUICK HITCH 
165 x 13 ADJUSTABLE DEPTH WHEELS.

Rigid 7014-004 Shanks (F44)
	 WIDTH 	 NO	 WITH 
		  WHEELS	 WHEELS	
5 SHANK 	 1.7m 	 392kg	 472kg 
7 SHANK 	 2.4m 	 484kg 	 564kg
9 SHANK	 3.0m	 606kg	 686kg

Rigid 7014-009 Shanks (GRT26)
	 WIDTH 	 NO	 WITH 	 WITH 
WHEELS  			   WHEELS	 WHEELS	
& COULTERS 
5 SHANK 	 1.7m 	 357kg 	 437kg 	 507kg 
7 SHANK 	 2.4m	 435kg 	 515kg 	 613kg 
9 SHANK	 3.0m	 543kg 	 623kg	 749kg
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BIG BUCKHYDRAULIC RELEASE BIG BUCK

Hydraulic release non- inversion shank assemblies sit a @ 500mm centres for pasture renovation.

Optional Equipment
CRUMBLE ROLLER	 WIDTH	 2.3m 
			   3.3m

BIG BUCK Photo 
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Gessner use 178mm x 
178mm x 9.5mm main tool 
bar in the construction of 
the Big Buck.

High quality accumulator 
bottles. Big  bottles allow 

for multi shank release 
without locking up.

Set the hydraulic shank 
release pressures on the 
go from the tractor seat.

F77 shank is protected 
by a machined shear 

pin which controls 
break out consistently at 

approximately  
5 tonne.

Fixed non-inversion shank 
assemblies are standard 
equipment. Fabricated 
clamps of 16mm steel  
mean less breakages and 
less downtime.

All components including 
spreader bars and diagonal 
braces are bolted together 
for flexibility and to avoid 
weld stress cracks.

Option up to hydraulic 
release non-inversion 
shank assemblies if you 
are a contractor or have 
stumps or rocks.

Coulters are an option 
for pasture renovation. 

Cut through the root 
matter, don’t tear up 

your pasture.

BIG BUCK
DEEP TILLAGE  

PASTURE RENOVATION
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