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SFURROWER MOUNTED FORMER BOARDS
SINGLE 178mm x 178mm FRONT BAR, FULL LENGTH BRIDGE OF WELDED CONSTRUCTION
CAT 3 HEADSTOCK SUIT QUICKHITCH. HYDRAULIC RELEASE SHANK ASSEMBLIES 430mm JUMP HEIGHT
0 TO 1000 Kg BREAKOUT ADJUSTABLE FROM THE TRACTOR
FURROWERS WITH HEIGHT ADJUSTABLE BED FORMER BOARDS
CRUMBLE ROLLERS AND NON FOLDING MARKERS ON ONE FULL AND TWO HALF BEDS  
AND THREE FULL BED MACHINES
HYDRAULIC FOLDING MARKERS ON THREE AND TWO HALF BED MACHINES.

T.P.L. FRAME COMPLETE WITH CRUMBLE ROLLER AND  
HYDRAULIC SHANKS AND TOOLING TO BUILD  
ONE FULL AND TWO HALF BEDS. 
NON FOLDING MARKERS

T.P.L. FRAME COMPLETE WITH CRUMBLE  
ROLLER AND HYDRAULIC SHANKS AND  
TOOLING TO BUILD THREE FULL BEDS. 
NON FOLDING MARKERS

T.P.L. FRAME COMPLETE WITH CRUMBLE ROLLER  
AND HYDRAULIC SHANKS AND TOOLING  
TO BUILD THREE FULL AND TWO HALF BEDS.  
HYDRAULIC FOLDING MARKERS
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Stubble rollers pivot 
from the bridge 
ensuring ample 
clearance on the 
bedformer boards 
when the shank 
releases.

Gessner crumble 
rollers are built to last. 

Shafts and bearings 
are 50mm diameter. 

Full length pipe 
centres in the crumble 

roller for strength. 
Angle iron clod 

breaker is a strong  
50 x 50 x 8mm.

A77 shank assemblies are 
protected by machined shear pins 

which ensure consistent shear 
release.

Height adjustable shank 
assemblies are standard using 
the famous A77 shank. This 
shank assembly is clamped to 
the bar with 16mm fabricated 
steel clamps, so you are 
assured of less breakages and 
less downtime.

Fully adjustable 
bed former boards 
will let you obtain 
different bed heights 
and widths to 
suit almost every 
requirement.

Clamp adjustable 
shank assemblies 
enable 1.83 through 
to 2m bed widths and 
you can option up 
to hydraulic release 
shanks for stumps or 
stones.

Bed renovating is simple, 
option up additional shanks 
or bars; depending on your 

requirement.
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PART No.7254-073 

ROW MARKER ASSEMBLY

7019-229

PART No. 
7019-260

HILLER

COMPRISES 
SHANK ASSEMBLY  - 	 7014 - 019
HILLER/ FURROWERS - 	7019 - 260 
FORMER BOARDS - 	 7019 - 229

Part No.
7016-130  
Bolt on 
178x178 Bar

  
Bolt on  100x100 Bar HYDRAULIC

ADAPTABLE TO VARIOUS SIZE TOOLBARS 
780mm UNDER FRAME CLEARANCE 500mm 

JUMP HEIGHT   0 to 1OOOkg BREAKOUT  
HYDRAULICALLY ADJUSTABLE FROM 

TRACTOR. RECOMMENDED FOR 
ALL BROADACRE AND FARMING 
APPLICATIONS IN RUGGED 

CONDITIONS. ACCEPTS ALL STANDARD 
ACCESSORIES.  APPROXIMATE WEIGHT   
WELD ON 71kg – BOLT ON 77kg    
N.B. ACCUMULATOR KIT REQUIRED
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